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SPECIFICATIONS

DIMENSIONS

COMMUNICATIONS

TEMPLATE CAPACITY 

TEMPLATE SIZE

STANDARD COMPATIBILITY 

VOLTAGE

CURRENT DRAW  

POWER INDICATOR

MOUNTING

OPERATING TEMPERATURE 

OUTDOOR ENCLOSURE 

SOFTWARE OPTIONS 

Length 5.12” (130 mm) 

Width 1.97” (50 mm) 

Depth 2.5” (63.5 mm)

RS-232, RS-485 with pigtail wire connection 

WiegandIN/OUT

USB AUX port

~4,000 templates

~350 bytes

Unit supports any 5 Volt based Weigand system supporting 26bit standard 

Weigand format

9 - 24 VDC

Idle: 0.20 amps @12 VDC; Max: 0.40 amps @ 12 VDC

Blue LED power indicator

Flat surface, single-gang or mullion mountable

Wall mount plate accepts #6 screws or bolts

Trim plate included to cover single-gang box

32° - 140°F (0° - 60°C)

Available, contact sales for information

Works with VeriAdmin software or BIO-SDK

Unit V-Prox-A,R
 ~4,000 templates for 1:1 verification with integrated HID proximity card reader 
Desktop Version  Desktop VP-A,R
Demo Kit Demo VP-A,R  
 Includes five Prox cards
Certifications  FCC, CE, UL294, cUL, RoHS

All units include wall mounting kit, VeriAdmin software and USB administrator cable
 
Desktop readers are mounted on a plastic stand and include 120V standard North American power cord

Demo units are mounted on a plastic stand, include storage case, 120V standard North American power cord and five cards
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