
V M C - 8 6 1 4 F• 14”Full-Square (FS) CRT with 90˚
Deflection

• More than 800 Lines of Horizontal
Resolution

• Dual TV Standard, NTSC and PAL

• Composite Video A/B Inputs

• Audio A/B Inputs

• S-Video Input

14” Super 
High Resolution 
Color Monitor



MODEL VCC-5984

Picture Tube 15”, 90˚, dot pitch: 0.27mm

Resolution More than 800 TV Lines

System NTSC/PAL dual system

Picture Size Over Scan: H≤+6% / V≤+4% in NTSC

H≤+4% / V≤+3% in PAL

Under Scan: -10% ~ -2% (Include H, V, NTSC and PAL System)

Front Panel Controls Power SW, OSD, Up, Down, Enter, CH A, 

CH B, CH Y/C, O/U Scan

User Controls OSD Color, Tint, Brightness, Contrast, Title, Sharpness, Volume, 

Language, Version. (Language: Chinese, English, French, 

German, Italian, Russian, Spanish, Japanese)

Input Terminals Y/C in 4 pin Mini-DIN (x1)

Video in BNC Connector (x2), 1 Vp-p Composite Video Signal (75 ohm)

Audio in RCA Jack (x2), 400mV

Output Terminals Y/C out 4 pin Mini-DIN (x1). Auto Loop-through Change HI Termination

Video out BNC Connector (x2), Auto Loop-through Change Termination

Audio out RCA Jack (x2), Audio Output 1W

Color Temperature 9300˚K (NTSC) / 6500˚K (PAL)

Power Source AC 100V ~ 240V, 50/60 Hz

Power Consumption 95W Max.

Brightness Max. 45~50 FL

Contrast Max. 100±5 FL

Operation Temperature 14˚ to 122˚F (-10˚ to +50˚C)

Storage Temperature -4˚ to 149˚F (-20˚ to +65˚C)

Relative Humidity 15% to 90%

Dimensions (WxHxD) 14.5 x 14.2 x 14.8 in. (368 x 361 x 376mm)

Net Weight 33.1 lbs. (15 kgs)

VMC-8614F
14” SUPER HIGH RESOLUTION

COLOR MONITOR
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